
Hard•working

GOODYEAR® G731™ MSA WORKS HARD  
FOR HARDWORKING FLEETS
Provides improved all-around off-road performance
When off-road toughness counts, make sure your fleet is equipped with the Goodyear G731 MSA. This 
premium mixed service tire is big on tread life, retreadability and fuel economy, making it the right 
choice for fleet managers looking to lower operating costs. The G731 MSA is available with Goodyear’s 
exclusive DuraSeal Technology® to help reduce downtime by sealing up to ¼" punctures in the tread 
without stopping.*

To learn more about the G731 MSA, contact your local authorized Goodyear Dealer, or visit 
goodyeartrucktires.com.

*Seals up to ¼" punctures in the repairable area of the tread. Does not seal sidewall punctures.



*Actual results may vary depending on tire size, driving and road conditions, maintenance and operating conditions.
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To learn how Goodyear’s industry-leading tires, services and profitability tools help to provide  
your fleet a total solution, stop by any Goodyear Dealer or visit goodyeartrucktires.com.

G731™ MSA – PROVIDES IMPROVED ALL-AROUND OFF-ROAD PERFORMANCE

Tire Size Load 
Range

Single Load Single 
Inflation Dual Load Dual Inflation Weight Rim 

Width Overall Width Overall Diameter Static Radius
RPM RPK

Tread 
Depth

Min. Dual 
Spacing Speed 

Rating
lbs kg psi kpa lbs kg psi kpa lbs kg in in mm in mm in mm 32nds in mm

TUBELESS TIRES ON 15˚ DROP CENTER RIMS

DURASEAL SIZES AVAILABLE

11R22.5 H 6,610 3,000 120 830 6,005 2,725 120 830 143.1 65 8.25 11.00 279 42.00 1,067 19.60 498 497 309 24 12.5 318 68

NON-DURASEAL SIZES AVAILABLE

11R22.5 H 6,610 3,000 120 830 6,005 2,725 120 830 134.9 61 8.25 11.00 279 42.00 1,067 19.60 498 497 309 24 12.5 318 68

12R22.5 H 7,390 3,350 120 830 6,780 3,075 120 830 148.9 68 9.00 11.80 300 43.20 1,097 20.30 516 484 301 24 13.5 342 68

255/70R22.5 H 5,510 2,500 120 830 5,070 2,300 120 830 92.5 42 7.50 10.00 254 37.00 940 17.40 442 561 349 22 11.3 287 68

275/70R22.5 H 6,940 3,150 125 860 6,395 2,900 125 860 108.1 49 7.50 10.60 269 38.10 968 17.70 450 545 339 23 11.9 302 68

11R24.5 H 7,160 3,250 120 830 6,610 3,000 120 830 143.8 65 8.25 11.10 282 44.00 1,118 20.70 526 474 295 24 12.5 318 68

GOODYEAR® G731 MSA   
(AVAILABLE WITH OR WITHOUT DURASEAL™) 

THE G731 MSA IS AVAILABLE IN POPULAR SIZES.  

• �HIGH-SCRUB TREAD COMPOUND AND MORE WEARABLE RUBBER VOLUME offer, on average,  
5% more miles to removal than the G288 MSA®*

• SPECIAL TREAD COMPOUND offers enhanced resistance to chipping, cutting and chunking 

• WIDER FOOTPRINT helps improve traction and stability

• �IMPROVED TREAD DESIGN enhances dry stopping distance compared to the G288 MSA

• �STURDY CONSTRUCTION AND TREAD DESIGN promote enhanced cornering stiffness for 
improved treadwear and handling over the G288 MSA

• STURDY, TOUGH CASING for retreading to improve fleet return on investment

• GHG-COMPLIANT ROLLING RESISTANCE for enhanced fuel efficiency


