
Hard•working

GOODYEAR’S BEST MIXED SERVICE ALL POSITION TIRE  
FOR LONG MILES TO REMOVAL IN SEVERE APPLICATIONS
Offering toughness and even wear, these all position tires are ideal for severe off-road environments where 
casing durability, long miles to removal and enhanced traction are required. The G288 MSA is also available 
with DuraSeal Technology® to help reduce downtime by sealing up to ¼" punctures.*

*Seals up to ¼" diameter punctures in the repairable area of the tread. Does not seal sidewall punctures.

G288 MSA®



To see how premium Goodyear® tires like the G288 MSA can help your fleet save money, call 1.866.FleetHQ  
or go to goodyeartrucktires.com.

TOTAL•SOLUTION
Trusted Products 
Innovative Products For  
Any Fleet Application

Fleet Management Tools
Tire And Retread Tracking  
And Fleet Dashboard 

Reliable Services
Most Reliable Nationwide  
Roadside Service In The Industry†

Nationwide Dealer Network
2,300+ Dealers In North America  
Ready To Help Your Fleet

Find your total solution at goodyeartrucktires.com. 
†Fleet research study, Nov. 2015, Lieberman Research Worldwide. 590-fleet sample. Goodyear Dealer network roadside service compared to Michelin, Bridgestone and Continental.

*Seals up to ¼" diameter punctures in the repairable area of the tread. Does not seal sidewall punctures.
©2019 The Goodyear Tire & Rubber Company. All rights reserved.
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Recommended Applications

DURASEAL SIZES AVAILABLE

Tire Size Load 
Range

Single  
Load

Single  
Inflation Dual Load Dual  

Inflation Weight Rim  
Width 

Overall  
Width 

Overall  
Diameter

Static  
Radius RPM RPK

Tread  
Depth

Min. Dual 
Spacing Speed 

Rating
lbs kg psi kpa lbs kg psi kpa lbs kg in in mm in mm in mm 32nds in mm

TUBELESS TIRES ON 15˚ DROP CENTER RIMS

11R24.5 H 7,160 3,250 120 830 6,610 3,000 120 830 146 66 8.25 11.1 282 44.0 1,118 20.7 526 474 295 25 12.5 318 68

NON-DURASEAL SIZES AVAILABLE

Tire Size Load 
Range

Single  
Load

Single  
Inflation Dual Load Dual  

Inflation Weight Rim  
Width 

Overall  
Width 

Overall  
Diameter

Static  
Radius RPM RPK

Tread  
Depth

Min. Dual 
Spacing Speed 

Rating
lbs kg psi kpa lbs kg psi kpa lbs kg in in mm in mm in mm 32nds in mm

TUBELESS TIRES ON 15˚ DROP CENTER RIMS

255/70R22.5 H 5,510 2,500 120 830 5,070 2,300 120 830 92 42 7.50 10.0 254 36.9 937 17.3 439 563 350 22 11.3 287 68

275/70R22.5 H 6,940 3,150 125 860 6,395 2,900 125 860 106 48 7.50 10.5 267 37.9 963 17.7 450 548 341 23 11.9 302 68

TUBETYPE TIRES ON TYPE I, II AND III RIMS

12.00R24 J 9,370 4,250 120 830 8,540 3,875 120 830 177 80 8.50 12.2 310 48.6 1,234 22.7 577 430 267 25 14.1 358 62

Check goodyeartrucktires.com for updated data.

  �BUILT-IN SEALANT helps seal tread punctures* to help keep trucks up and 
running as well as reduce repair and replacement costs

  �A 25/32" TREAD DEPTH AND WIDE FOOTPRINT help enhance mileage, 
traction and handling

  �INNOVATIVE TREAD COMPOUND helps resist cuts, chips and tears

  �TREAD DESIGN helps deliver outstanding off-road and wet traction and 
reduces road noise for a quiet ride

  �PENETRATION PROTECTORS help resist stone drilling for retreadability

  �STEEL-BELT PACKAGE helps offer toughness and outstanding performance

The G288 MSA is available with or without DuraSeal Technology® in the following sizes and load ranges: 

G288 MSA ®

GOODYEAR’S BEST MIXED SERVICE ALL POSITION TIRE FOR LONG MILES  
TO REMOVAL IN SEVERE APPLICATIONS


